
Tank Capacity

1450rpm

4.2mL/r

3.2mL/r

2.7mL/r 8L

16L

12L

10MPa

15MPa

20MPa

22MPa

System PressureDisplacement

YBZ5-F2.7C3G30/LBAAN1

YBZ5-F3.2E3G30/LBCAN1

YBZ5-E3.2G3H30/LCCBN1

Model

220VAC

2.2KW

1.5KW

Motor Voltage Motor Power Rated Speed

2850rpm
YBZ5-D4.2G3H30/LCCDN1

Solenoid Valve Voltage

12VDC

24VDC

110VAC

POWER UNITS FOR DUBBLE-SCISSORS LIFT 1

General Description Special Notes
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Outline Dimension

This type of power unit works at S3 duty cycle, 
i.e.,intermittent duty,1 minute on-load and 9 minutes 
off-load.

Clean all the hydraulic parts concerned before 
mounting the power unit.

Viscosity of the hydraulic oil shoud be 15~68 cst,which 
should also be clean and free of impurities.N46 
hydraulic oil is recommended.

Check the oil level in the tank after the initial operation 
of the power unit.

Oil changing is required after the initial 100 operation 
hours,afterwards once every 3000 hours.

Gear Pump/ AC Motor/Multi-functional Manifold/-
Valve/Tank

Two-way Shut-off Valve

The Lowering Speed is Adjusted by the Pressure 
Compensated Flow Control Valve

Model Specifications

Remark: Please go to page 1 or consult our sales engineer for the different pump displacement, motor power or system pressure.

Hydraulic Circuit Diagram
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A/A1/B/B1 Port Option 
M14X1.5 G1/4

A/A1/B/B1 Port Option 

A1 Port
9/16-18UNC 9/16-18UNC

B1 Port

9/16-18UNC
A Port

B Port
9/16-18UNC
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